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ENHANCE YOUR BATTLEFIELD SITUATIONAL AWARENESS


Patented Flexible Crush-Proof 
10 Pack Prevents Accidental  Activation and 
Personal Injury in a Fall.  


APALS® were designed for military operators searching for a low cost, ultra reliable, 
long lasting combat identier.  APALS® enhance your battleeld situational 
awareness giving you the ability to safely monitor the movement of friendly forces 
in a dynamic environment.  With visible light and True IR capabilities, the APALS® 
increases combat leader’s condence in low light and no light situations. From 
Close Air Support to Urban Combat and Movement, APALS® greatly improves 
soldier’s and airman’s ability to engage hostile forces while reducing the risk of 
fratricidefratricide. APALS® are hermetically sealed, completely submersible, tested to a 
depth of  200 feet.  APALS® are dustproof, shockproof  and are intended for use 
in the worst possible conditions, from the searing heat of the desert to the frigid 
waters of the harshest seas.  With up to 200 hours of runtime, the disposable 
APALS® will meet the most stringent mission requirements. The patented exible 
crushproof 10 pack prevents accidental activation, a common problem with 
chemical light sticks.


Hermetically sealed LED Strip


Heavy Duty 3M® Adhesive Back, with Easy-Pull Tab


200 Hour Battery 
(80 Hours for IR APALS®) 


 PVC Pouch 


•


Tactical Touch®


Switch•


•


•


•


3M® is a registered trademark of 3M® corporation.


WATERPROOF


FEET


DOWN TO


EASY-PULL TAB
Heavy Duty 3M® Adhesive Back
holds tight to any surface. 


Infrared sold to Domestic Military only.
Infrared products are ITAR restricted items.


AVAILABLE COLORS:
GREEN
RED
BLUE
INFRARED


InfraredTrue


Lighted Marking Device; LMD™/ Illuminated Marking Device; IMD™
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• Can be seen up to 2 miles horizontal and 3 miles from the air
• Runtime Up To 200 hours
• Modes: Fast Strobe / Slow Strobe / Steady On / Off
• Heavy Duty 3M® Adhesive Back 
• Easy-Pull Tab
• Waterproof, Dustproof & Shockproof
• • Pack of 10 (APALS®) ts easily in a BDU pocket and
   weighs around 1.6 oz


 ALL PURPOSE ADHESIVE LIGHT STRIPS
APALS®


NEXT GENERATION REPLACEMENT FOR CHEMICAL LIGHT STICKS


Hook And Loop Backing Also Available:Please Contact: CustomerService@Brite-Strike.com


APALS®


TACTICAL BY DESIGN®


200
HOURS
Runtime Each.


UpTo


APALS®


10 PACK (APALS®) weighs 1.6oz. and can provide over 2000 hours of run-time.


LAT
LIGHT ABSORBING TECHNOLOGY


TMLATThe new SO-APALS® now have our special stealth LAT™ Light Absorbing Technology surface that assures zero 
reection even on a full moonlit night, a long time problem for IR NVG equipped operators in the eld.


 ALL PURPOSE ADHESIVE LIGHT STRIPS


AVAILABLE COLORS:


Lighted Marking Device; LMD™/ Illuminated Marking Device; IMD™







The new SO-APALS® now have our special stealth LAT™ Light 
Absorbing Technology surface that assures zero reection even on a 
full moonlit night, a long time problem for IR NVG equipped 
operators in the eld.


Next Generation Replacement For Chemical Light Sticks


IR-APALS®


SOLAR POWERED APALS®
(12 Hour Runtime)


DUAL TAC® APALS® APALS®


LINE LIGHT APALS®


 ALL PURPOSE ADHESIVE LIGHT STRIPS


DUAL TAC®


LAT
LIGHT ABSORBING TECHNOLOGY


TMLAT


InfraredTrue


Lighted Marking Device; LMD™/ Illuminated Marking Device; IMD™


New APALS® Dual Tac® switch IR models are 
equipped with a second switch that is linked to a 
low output red LED as well as to the main IR LED. 
When the secondary switch is pressed and held 
down, the red LED will illuminate indicating 
power to the IR LED.  The secondary red LED will 
also indicate which mode the IR LED is operating 
in;in; fast strobe, slow strobe, steady on.  If the sec-
ondary switch is pressed and the red LED does 
not illuminate, this indicates there is no power to 
the main IR LED and it is off.   These APALS®, like all 
other APALS® are completely submersible, water-
proof  tested down to 200 feet, shockproof, dust-
proof and have enhanced, hermetically sealed 
pouch with UV  protection.  They are intended for 
use in the worst possible conditions, from the 
searing heat of the desert to the frigid waters of 
the harshest seas. Dual Tac® Switch IR APALS® are 
available in the crushproof 10 pack Flexpack™ and 
100 packs.  For details, pricing and samples con-
tact Brite-Strike.  The Dual Tac® Switch IR-APALS® 
are sold only to US and NATO Special Forces. Infra-
red products are ITAR restricted items


WATERPROOF


FEET


DOWN TO
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DUAL TAC®
• Dual Tac® Switch
• Low Output Red LED and Main IR LED
• Runtime: 80 Hours
• Modes:  Fast Strobe / Slow Strobe / Steady On / Off 
• Heavy Duty 3M® Adhesive
•   Easy-Pull Tab (Can Be Reused)
•• Enhanced Hermetically Sealed PVC, UV Protected Pouch
• Waterproof, Shockproof, Dustproof


DUAL TAC® SWITCH AND
POWER MODE INDICATOR LIGHT
Equipped with a second switch that is linked to a low output red LED as well 
as to the main IR LED. When the secondary switch is pressed and held down, 
the red LED will illuminate indicating power to the IR LED.  The secondary red 
LED will also indicate which mode the IR LED is operating in; Fast Strobe, Slow 
Strobe, Steady On and Off.


EASY-PULL TAB
Heavy Duty 3M® Adhesive Back holds tight to any surface. (Can Be Reused)


3M® is a registered trademark of 3M® corporation.


IR-APALS ® DUAL TAC® SWITCH


TRUE INFRARED
80+
HOURS
Runtime Each.


Sentinel™ Series Tactical Operations Dry Suit 
 Model Number: MSD674 TO 


www.mustangsurvival.com







 ALL PURPOSE ADHESIVE LIGHT STRIPS


NEXT GENERATION REPLACEMENT FOR CHEMICAL LIGHT STICKS


Lighted Marking Device; LMD™/ Illuminated Marking Device; IMD™


EQUALS


IT WOULD REQUIRE 730 CHEMICAL LIGHT STICKS TO OPERATE FOR ONE YEAR, PLUS YOU WOULD NEED SOMEBODY TO 
CRACK A NEW ONE EVERY SIX HOURS.
 
THE COST FOR 730 CHEMICAL LIGHT STICKS WOULD BE AROUND $1,200 VS $20.ºº FOR ONE SP APALS®.


OPERATIONAL LIFE: ONE YEAR*


Chemical light sticks


SP-APALS®


730


1


12 Hour Runtime Daily


                Changes the game in low cost, long term illuminated markers


* Based on preliminary testing.







SOLAR POWERED APALS®
Changes the game in low cost, long term Lighted Marking
Device; LMD™/ Illuminated Marking Device; IMD™
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When APALS® came out in 2011 the rst generation had a runtime of around 35 hours with an 
output that was around 15 lumens.  


The current APALS® have a runtime of up to 200 hours , with many eld reports of well over 200 
hours. They are brighter with longer runtimes with an improved PVC pouch with heavy duty ad-
hesive from 3M, they offer tremendous improvement and cost advantage over chemical light 
sticks. Solar APALS® approaches the functionality of infrared and visible light identiers that are 
many times larger and much more expensive. 


With the introduction of the Solar Powered APALS®, we now completely change the game in 
terms of long term Lighted Marking Device; LMD™/ Illuminated Marking Device; IMD™ in both 
IR and visible spectrum light.


SolaSolar Powered APALS® use special hybrid solar panels that capture any available sunlight 
to charge the lithium cells.  They have the ability to provide around 40 lumens of light 
(green) for 12 hours during the night and then recharge during the day. The Solar Pow-
ered APALS® has a single strobe mode that when left in this position will automatically 
come on at dark and shut off in daylight.  Operational life is expected to be one year.*


You would need 730 chemical light sticks to provide illumination for one year, not to mention 
someone to crack a new one every six hours.


Light Sensor


Powerful 40 Lumen LED


High Efficiency
Solar Cell


Tactical Touch® Activation Switch


3M® is a registered trademark of 3M® corporation.


Strobe / Steady On / Off 


• Can be seen up to 3 miles
• Runtime 12+ hours
• Modes: Strobe / Steady On / Off
• 3M® Adhesive Back
• Easy-Pull Tab (Can Be Reused)
• Waterproof, Dustproof & Shockproof
• Ope• Operational Life: 1 Year*
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Next Generation Replacement For Chemical Light Sticks


SP APALS Solar Powered APALS®


InfraredTrue


SOLAR POWERED APALS®


AVAILABLE COLORS:


INFRARED
RED
GREEN
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Lighted Marking Device; LMD™/ Illuminated Marking Device; IMD™
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APALS® are completely sub-
mersible, waterproof  tested 
down to 200 feet, shockproof, 
dustproof and have en-
hanced, hermetically sealed 
pouch with UV  protection.  
They are intended for use in 
the worst possible condi-
tions, from the searing heat 
of the desert to the frigid 
waters of the harshest seas. 


The new IR APALS® now have our 
special stealth LAT™ Light Absorbing 
Technology surface that assures zero 
reection even on a full moonlit night, 
a long time problem for IR NVG 
equipped operators in the eld.


APALS® LINE LIGHTS™


LAT
LIGHT ABSORBING TECHNOLOGY


TM


WATERPROOF


FEET


DOWN TO


Lighted Marking Device; LMD™/ Illuminated Marking Device; IMD™
 ALL PURPOSE ADHESIVE LIGHT STRIPS


The torpedo shaped APALS® Line Lights™ are the perfect solution for silent, efficient 
movement  underwater or at the surface.   The  reinforced holes at each end allow them 
to be attached to a lanyard or line.
APALS® Line Lights™ are available in either IR or visible light colors with the LAT™
(Light Absorbing Technology) at black surface.
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80+
HOURS
Runtime Each.


• Runtime: Up To 200 Hours (80 Hours for IR Model)
• Modes:  Fast Strobe / Slow Strobe / Steady On /Off 
• Heavy Duty 3M® Adhesive
•   Easy-Pull Tab (Can Be Reused)
• Enhanced Hermetically Sealed PVC, UV Protected Pouch
• Waterproof, Shockproof, Dustproof


DUAL TAC® SWITCH AND
POWER MODE INDICATOR LIGHT


EASY-PULL TAB


Equipped with a second switch that is linked to a low output red LED as well 
as to the main IR LED. When the secondary switch is pressed and held down, 
the red LED will illuminate indicating power to the IR LED.  The secondary red 
LED will also indicate which mode the IR LED is operating in; Fast Strobe, Slow 
Strobe, Steady On and Off.


Heavy Duty 3M® Adhesive Back holds tight to any surface. (Can Be Reused)
3M® is a registered trademark of 3M® corporation.


APALS® LINE LIGHTS™ 


TRUE INFRARED


DUAL TAC®


Infrared sold to Domestic Military only. Infrared products are ITAR restricted items.


AVAILABLE COLORS:


AVAILABLE COLORS:
GREEN
RED
INFRARED


SPECIAL ORDER ONLY







PIISA®


The Perimeter Infrared Intruder Security Alert is a low cost, simple, safe and effective perimeter 
alarm system. On today’s modern battleeld, there is simply too high a risk of collateral 
damage to use pyrotechnic perimeter defenses. The Perimeter Infrared Intruder Security Alert 
allows soldiers to quickly and quietly set up a perimeter detection system that features a 135 
decibel alarm as well as ashing infrared LED lights when tripped.  The non-lethal Perimeter 
Infrared Intruder Security Alert allows constant and effective perimeter security that cannot be 
easily defeated once activated. The PIISA® is a force multiplier, requiring fewer soldiers to 
opeoperate than command detonated defenses, increasing unit effectiveness while eliminating 
the chance of civilian casualties. The unit weighs just 2.5 ounces and is easily packaged for 
rapid deployment. 


LAT
LIGHT ABSORBING TECHNOLOGY


TMLAT
10
Meters


TACTICAL BY DESIGN®
Lighted Marking Device; LMD™/ Illuminated Marking Device; IMD™







TRUE INFRARED
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• 1X 135dB Audible Alarm Unit with Red LED Flashlight/ True IR LEDs in the sides
• 2X 10 Meter Trip Line
• 2X Infrared APALS®
• 2X Nylon Tie Wraps
• 1X 8” Super Duty Duct Tape


10
Meters


PIISA Perimeter Infrared Intruder Security Alert


InfraredTrue
Infrared sold to Domestic Military only.
Infrared products are ITAR restricted items.


®


®


Patent Number: 9,024,758 B2







• Max Output: up to 310 lumens / Lo-170 Lumens / Strobe 310 Lumens
• Runtime: Hi-(2.5 Hours) Lo-(8+ Hours) Strobe-(2.5 Hours) 
• Battery: Rechargeable Lithium Battery (included)
• 4GB video storage capacity / Optional 8GB Version  
• Approximately 6 hours of video record time 
• Active array size: 640 x 480 pixels
• L• Latest 3GP video format 


• Locking jaw belt attachment system
• 360º Roto-Loc Positive Ratchet
• Locking safety strap


DLC-200-4-MIL-RCRECHARGEABLE (Hi/Lo/Strobe)


The Roto-Loc RLH-DLC is constructed of a durable polymer which provides a rigid holster that retains its 
shape and functionality in extreme temperature ranges. The unique retention system features a safety 
strap which locks the clamshell action closed around the light until needed. The operator only needs to 
pop the snap so the light can be drawn rapidly. Replacing the light is just as easy and the safety strap is 
easily secured with one hand. 


Articulating Tactical Holster (ATH)


310


ROTO-LOC


Adjustable Locking Jaw
Attachment System.


* NOTE: Microphone pick-up port cap must be in place for water resistant rating.







Tactical Touch® Switch is raised and ribbed for 
the light; smooth and flush at the front for video 
activation.
A one second count video delay prevents 
accidental turn on/off of video.
ThiThis tactile feedback allows the operator 
to keep their eyes on the threat rather than 
looking at the switch.
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covert video recording system
DLC™RECHARGEABLE


The Duty Light Camera®, DLC 200-4-MIL is a Mil Spec rechargeable ashlight designed to 
work with the Roto-Loc 360 degree swivel holster as a system to covertly video and audio 
record in the day or night time.  The idea is to hide in plain sight as the DLC™ is just a ash-
light that is attached to your MOLLE vest or pack.
 
TThe DLC™ is the Panasonic® Tough Book® of video recording systems as it houses the 
camera, microphone, and hard memory inside the 6061 aluminum body.  You can record 
with light on or off and not destroy the percussion isolated microphone even when next to 
a 50 cal. gun with protective rubber plug in place.


IIndoors for after action reports, the protective rubber plug on the microphone pick-up port 
can be opened for recording at normal speaking levels. The light diffuser (stored in the end 
cap) can be snapped in place for professional quality close-up shots of serial numbers on 
guns and money without any washout or glare.  The DLC™ is an indispensable tool for spe-
cial operations’ unique missions.
 
The DLC-200-4-MIL-RC, Duty Light Camera®, is small and lightweight (approx. 12.3 oz) and 7.5” 
long, and has a removable light diffuser for very high end video clarity that virtually eliminates 
the hot spot. The diffuser can be stored in the end cap of the light when not in use.


*The built-in audio can be de-activated.


Patent Numbers: D621,538 S - 9,508,391 B2


• Mil-Spec hard Anodized
• Super bright state of the art LED with DC/DC power management
• Tactical Touch® High / Low / Strobe switch
• High: Up to 310 lumens*, Low: Up to 170 lumens*, Strobe: Up to 310 lumens*
• One Count™ Video Activation Switch (patent pending) 
• 2.5 hours of runtime on high power setting / 
    over 8+ hours on low power setting.
• 50,000+ hour LED life span
• Rechargeable Lithium Battery (included)
• Integrated CMOS Color Video Camera with Audio
• Latest 3GP video format
• Pan-Action™  software upgrade
• 4 GB video storage capacity / Optional 8 GB Version
• • Approximately 6 hours of video record time
• Built in the body vibration isolated microphone (patent pending) 
• Active array size: 640 x 480 pixels
• 58° viewing angle
• Downloads directly to your computer via USB cable (included)
• Independent video On/Off switch with video activation indicator light,
   audio may be deactivated (patent pending) 
• 120 • 120 volt AC & 12 volt vehicle charger (included)
• Water Resistant and Shockproof
• 1 Year Limited Warranty


Panasonic® and Tough Book® are registered trademarks of Panasonic® Corp.


3G CAMERA


310 LUMEN FLASHLIGHT


CRENELATED STRIKE CROWN


MIL SPEC HARD ANODIZED
6061 ALUMINUM BODY


PERCUSSION ISOLATED MIC*


ONE COUNT™ VIDEO ACTIVATION SWITCH


TACTICAL TOUCH® HI/LO/STROBE SWITCH


HYDRO-PHOBIC COATED THREADS


HYDRO-PHOBIC COATED THREADS


LIGHT FILTER/DIFFUSER


LIGHT FILTER/DIFFUSER STORES IN TAILCAP


RECHARGEABLE LITHIUM BATTERY


PATEND PENDING


PATEND PENDING


PATEND PENDING







i-SIGNAL™ INFRARED SIGNALING SYSTEM
i-SIGNAL™IR


The i-Signal™ Infrared Signaling System is a breakthrough in ultra-compact personal signaling systems for use 
by Spec Ops on land or water and for downed pilots for SERE operations.
  i-Signal™ IR Signaling System is 100% covert with all components at black.  i-Signal has 6 patented Mil spec.  
DUAL TAC® IR APALS® light strips (NSNs assigned) that are waterproof, shockproof and impervious to harsh cold 
conditions. Run time is 80 hours and the Tactical Touch® switch has both on/off and two strobe modes. The 
patented LAT™ (light absorbing technology) surface allows the light from the LED to signal passing airborne 
rescue teams but still remain covert on a full moon night to non NVG equipped foes. The True Infrared LEDs 
have the patented Dual Tac® secondary switch/circuit slaved to a low output visible red LED that serves as a 
checcheck switch so the non NVG equipped operator can conrm activation and operational mode. The check 
switch to the red LED is only activated when the switch is pressed and held and shuts off when pressure is 
removed.
i-Signal™ Infrared Signaling System is super compact, 5” by 1.3” folded in the pouch and weighs only 0.15 
lbs. The 10’ long x 5” wide ™ PVC band in at black LAT™ nish comes in a heavy duty ballistic nylon quick 
deployment pouch for easy one handed operation with MOLLE system attachment as well as a durable 
corrosion proof clip.  i-Signal Infrared Signaling System has six separate True IR LED APALS® light strips 
that each have 80 hours plus of runtime that can be used all at the same time for maximum visibility at 
night or individually for longest possible runtime of over 480 hours. The light from the high output True IR 
LELED is visible to NVG equipped rescuers for up to two miles horizontal and 3 miles from the air. Corrosion 
proof grommets  at each corner that allow the i-Signal System to be tied or clipped to a second i-Signal IR 
streamer or attached to lines, trees and can be crossed on land or attached to PFD or other otation devices 
on the water. The Brite-Rescue™ i-Signal™ Infrared Signaling System can be deployed from aircraft to mark 
a location.  Each system comes in a ballistic nylon MOLLE strap pouch with quick hook and loop closure and 
snap for fast single handed deployment.
*Solar powered IR APALS can be added for long term operations by special order.


Smallest, Lightest, Most Effective IR Personal Signaling System in the World
BRITE-RESCUE™ –i-SIGNAL™ INFRARED SIGNALING SYSTEM


Smallest, Lightest, Most Effective IR Personal Signaling System in the World


Ballistic nylon pouch set-up 
for MOLLE gear for quick 
one handed opening and 
deployment. 


InfraredTrue


Patent Numbers: 9,013,100 - 9,030,085 - 9,221,594 - 9,206,969 - 9,347,625







i-SIGNAL™ INFRARED SIGNALING SYSTEM
i-SIGNAL™IR


10
’


5”


i-SIGNAL™ INFRARED SIGNALING SYSTEM
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SO-APALS® have our special stealth LAT™ Light Absorbing 
Technology surface that assures zero reection even on a full 
moonlit night, a long time problem for IR NVG equipped operators 
in the eld.


LAT
LIGHT ABSORBING TECHNOLOGY


TM


True IR LED is visible to NVG equipped 
rescuers for up to two miles horizontal and 
3 miles from the air.InfraredTrue


• Dual Tac® Switch
• Low Output Red LED and Main IR LED
• Runtime: 80 Hours
• Modes:  Fast Strobe / Slow Strobe / Steady On / Off 
• Heavy Duty 3M® Adhesive
•   Easy-Pull Tab (Can Be Reused)
•• Enhanced Hermetically Sealed PVC,
    UV Protected Pouch
• Waterproof, Shockproof, Dustproof


DUAL TAC®


SO-APALS®Patented Mil spec. 
True IR LED light strips 


IN


CLUDES6
SO-APALS®
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Lighted Marking Device; LMD™/ Illuminated Marking Device; IMD™


IRIED MARKING SYSTEM


•  Super compact, rolled up size 5” x 1.2”
•  Tough PVC band with 4 IR APALS® 10 feet long when opened 
•  Grommets allow the band to be staked, weighted or tied down
•  Visible up to two miles horizontal, three miles from the air
•  On/Off/Fast Strobe/Slow Strobe modes are more effective than static chemical light sticks
•  Can be re-used multiple times, LED IR APALS® have a runtime of up to 80 hours
•  Just stick on new IR A•  Just stick on new IR APALS® when needed
•  Most effective low cost IR LED marking system in the market
•  Packed in box of 10


COMPACT  IED INFRARED MARKING SYSTEM


InfraredTrue


10
’


5”


Patent Numbers: 9,013,100 - 9,030,085 - 9,221,594 - 9,206,969 - 9,347,625







Lighted Marking Device; LMD™/ Illuminated Marking Device; IMD™


IRIED MARKING SYSTEM


LATTM


• Runtime: up to 80 Hours
• Modes:  Fast Strobe / Slow Strobe / Steady On / Off 
• Heavy Duty 3M® Adhesive
•   Easy-Pull Tab (Can Be Reused)
• Enhanced Hermetically Sealed PVC,
    UV Protected Pouch
•• Waterproof, Shockproof, Dustproof


SO-APALS®Patented Mil spec. 
True IR LED light strips 


IN


CLUDES4
SO-APALS®


SO-APALS® have our special stealth LAT™ Light Absorbing 
Technology surface that assures zero reection even on a full 
moonlit night, a long time problem for IR NVG equipped operators 
in the eld.


LAT™
LIGHT ABSORBING TECHNOLOGY


True IR LED is visible to NVG equipped 
rescuers for up to two miles horizontal and 
3 miles from the air.InfraredTrueIR


Brite-Strike® IED Marking system is a low cost, compact PVC band that has IR APALS® attached 
to mark IEDs in roads for convoys to avoid. The IED team simply lays down the band to mark 
were the IED is located and sets it in place with spikes or rocks. 
The PVC bands can be left in place and will run for 80 hours. 


IR IED Marking System


IR
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MRIR-VIZ







BRITE-RESCUE™
BRITE-RESCUE™ SIGNALING SYSTEM


10
’


5”


• Can be seen up to 2 miles horizontal and
  3 miles from the air
• Runtime up to 200 hours
• Modes: Strobe / Steady On / Off
• 3M® Adhesive Back
• Waterproof, Dustproof & Shockproof
• • Reective Front


APALS® International Amber
LED Reective Light Strips
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CLUDES6
APALS®


SOLAS tape is very bright and strong and the 
adhesive is very aggressive. The candela rating is 
1000 which is over 13 times brighter than 
standard white engineer grade reective tape.


SOLAS Radar Reective Tape


IN


CLUDES2
Solas Strips


• Glows up to 20 Hours
• Waterproof


Waterproof Photoluminescent
Glow in the Dark Safety Tape


IN


CLUDES2
Glow in the Dark
Safety Strips


BR
ITE
-R
ES
CU
E™


Ballistic nylon pouch set-up 
for MOLLE gear for quick 
one handed opening and 
deployment. 


BRSS-06


Patent Numbers: 9,013,100 - 9,030,085 - 9,221,594 - 9,206,969 - 9,347,625


The Brite-Rescue™ Signaling System has six separate International 
Orange APALS® light strips that each have 200 hours plus of runtime. 
They can be used all at the same time for maximum visibility at night 
or individually for longest possible runtime of over 1200 hours. 







IRILLUMINATOR
The IR Illuminator form Brite-Strike Technologies Inc. is a high powered IR illumination device that is 
effective out to 100 meters.
This is not like other lights on the market that have a main white LED with small low output red, green 
and IR LEDs.
This long range IR Illuminator uses a 18650 rechargeable lithium ion battery that has a sophisticated 
chip package to manage the power for maximum output and runtime.
The AC charger is included.
TThe Brite-Strike® IR Illuminator can be weapon mounted with a pressure switch or used as a handheld 
device for infantry troops and ground to air signaling.


NVG NVG WITH IR ILLUMINATOR


 IR ILLUMINATOR
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EFFECTIVE UP TO 100 METERS


Patent Number: D554,281 S


Gun Mount


Gun Mount and Pressure Switch Sold Separately


IRIR


RS-SSSW-04


RM-100


HPIRL-100
• Effective Up To 100 Meters
• Battery: RECHARGEABLE Lithium (included)
• Length: 5.2 inches
• AC Battery Charger


The remote pressure switch is designed to work 
on patrol ries, carbines and semi-automatic 


shotguns.  The straight wire design allows 
the wire to be routed neatly along 
the weapon and secured to keep it 
from getting tangled up.







UVDRONE LIGHTS


STOP BIRD ATTACKS ON MICRO AND SMALL DRONES


UV Light Only Birds  Can See


STOP BIRD STRIKES ON DRONES


One of the biggest problems with micro and small surveillance drones is that local birds knock them out of the sky defending their territory 
thinking they are invading birds.
Brite-Strike® UV APALS® light strips in strobe mode solves this problem as birds can see in the UV range and realize that they are not invading 
birds.  The UV range is just below what is visible to the human eye and a small amount of a phosphorus dye is added to the LED that produces 
a very faint violet glow detectable to the human eye that lets you know if it is powered on or off.  Note this would be a Non ITAR version.
UV AUV APALS® Light strips are offered in either a at black front or at white LAT™ Light Absorbing Technology surface to match the color of the 
drone body.
We also have a Dual-Tac® version available similar to our IR Dual-Tac® APALS® marking strips but in UV as a special order for covert operations 
where even a very faint glow is not acceptable.  Note this would be an ITAR item.


Runtime: up to 200 hours
Waterproof, Shock Proof


Runtime: up to 200 hours
Waterproof, Shock Proof


AVAILABLE IN BLACK OR WHITE LAT™ 10 PACK


UV-APALS-WHI


UV-APALS-BLK
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IR MOSQUITO REPELLING LIGHT STRIPS
The new mosquito repelling light strip is in a lower range IR band than our standard IR APALS and has a special proprietary 
coating that enhances the light to mosquitoes. The light is highly effective at repelling mosquitoes in an area up to 2.5 feet.  
One placed on the top of a helmet will keep mosquitoes away from your head.
 


The Benets Are: 
• No odor to give your position away 
• No need • No need to carry/ use DEET repellent 
• DEET needs to be re-applied 
• DEET can damage critical gear
• 80 hour runtime, on/off switch
• Military Dual Tac® switch with a second red LED that is slaved to the main IR LED so you know if it is on without NVG.
• Sold in 10 Packs


MOSQUITO REPELLING
IR LIGHT STRIP


80 HOURS RUNTIME
IR


Military Dual Tac® switch with a second red LED that 
is slaved to the main IR LED so you know if it is on 
without NVG’s.


Brite-Strike® IR MOSQUITO REPELLING LIGHT STRIP is a breakthrough technology that uses only natural IR light in a specic 
wavelength to repel mosquitoes. We developed a proprietary coating that is added to the IR LED that enhances the light to 
a mosquito to repel them up to 2.5 feet away. Scientists think the IR light interferes with a mosquito’s sensory functions and 
they are instantly repelled. 


MOSQUITO REPELLENT


MRIR-NVIZ







LL-APALS-IR
LL-APALS-RED 
LL-APALS-GRN


LAT-APALS-IR
UV-APALS-BLK
UV-APALS-WHI
LAT-APALS-RED
LAT-APALS-GRN
LAT-APALS-BLU


NSN: APALS® - IR 6240-01-619-4175


NSN: APALS® - Red 6240-01-619-4177 


NSN: APALS® - Green 6240-01-619-4179 
NSN: APALS® - Blue 6240-01-619-4174 


LAT™ APALS® Line Lights™


LAT™ APALS®


SOAPALS® ARE SPECIAL ORDER ONLY  OTHER COLORS AVAILABLE UPON REQUEST
MINIMUN LEAD TIME 60 DAYS


APALS® meet all DOD green sustainability initiatives.


DUALTAC® SWITCH
Equipped with a second switch that is 


linked to a low output red LED as well as 


to the main IR LED. When the secondary 


switch is pressed and held down, the red 


LED will illuminate indicating power to the 


IR LED.  The secondary red LED will also in-


dicate which mode the IR LED is operating 


inin; fast strobe, slow strobe, steady on.


DTS-APALS-IR


DTS-LL-APALS-IR 


Dual-Tac® LAT™ APALS®


APALS® Line Lights


APALS® 


MRIR-NVIZMOSQUITO APALS® 


Patent Numbers: 9,013,100 - 9,030,085 - 9,221,594 - 9,206,969 - 9,347,625


Patent Numbers: 9,013,100 - 9,030,085 - 9,221,594 - 9,206,969 - 9,347,625


Patent Numbers: 9,013,100 - 9,030,085 - 9,221,594 - 9,206,969 - 9,347,625
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Patent Number: D554,281 S


SP-APALS-IR 
SP-APALS-RED
SP-APALS-GRN 


tactical by design®


Solar Powered APALS®


Duty Light Camera®DLC™


Perimeter Infrared Intruder Security AlertPIISA®
The Perimeter Infrared Intruder Security Alert allows soldiers to quickly 
and quietly set up a perimeter detection system that features a 135 
decibel alarm as well as ashing infrared LED lights when tripped.


NOTE: Non auditable version available through special order only.
For more information, please contact: CustomerService@Brite-Strike.com


®


COVERT VIDEO RECORDING SYSTEM


• DLC-200-4-MIL-RC
• DLC-200-8-MIL-RC


• RLH-DLC ROTO-LOC Holster


4GB Model


8GB Model


 BRITE-STRIKE TECHNOLOGIES INC.
WWW.BRITE-STRIKE.COM         (508) 746-8701


HPIRL-100
RM-100
RS-SSSW-04


IR-IEDMRK
BRSS-06
I-SIGNAL IR


IR Illuminator, Gun Mount and Pressure Switch


IR Illuminator


IR IED Marking System


Brite-Rescue™


I-Signal™ IR Signaling


IED Marking System , Brite-Rescue™ and
Infrared Signaling Systems


Gun Mount


Pressure Switch


Patent Numbers: 9,013,100 - 9,030,085 - 9,221,594 - 9,206,969 - 9,347,625


Patent Numbers: 9,013,100 - 9,030,085 - 9,221,594 - 9,206,969 - 9,347,625


Patent Numbers: D621,538 S - 9,508,391 B2


Patent Number: 9,024,758 B2







WWW.BRITE-STRIKE.COM
TACTICAL BY DESIGN®


11 RAFFAELE ROAD
CAMELOT INDUSTRIAL PARK
PLYMOUTH, MA 02360
PHONE:  (508) 746-8701
FAX: (508) 746-8799


customerservice@brite-strike.com


BRITE-STRIKE TECHNOLOGIES INC.
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 WORLDWIDE HEADQUARTERS
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